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Photo J-1. Entrance station island. Wnfield Canpground, J.
Strom Thurnond Lake, GA. Note recommended center of roadway
entrance station |ocation, turnaround incorporated into
entrance station approach, and roadway markings to direct
traffic flow (Table 3.1)

Photo J-2. Entrance station features. Brushy Creek Park, Lake
O the Pines, TX. Note building design and | andscaping are in
keeping with the theme of the area, and | ow mai nt enance
bui l di ng exterior. Optional dual |anes and recommended turn-
around incorporated for customer convenience (Table 3.1)
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Photo J-3. Dual |anes, Exanple 1. Canadi an Park,
Canton Lake, OK.  This is the view exiting the
park. Note the dual entrance |anes, arrows on
pavenent designating traffic flow (Table 3.1)

Photo J-4. Dual |anes, Exanple 2. Taylor Ferry
Park, Ft. G bson Lake, OK.  Note dual entrance

| anes, traffic control gate, customer parking in
front of building so pedestrians do not cross
traffic |l anes (Table 3. 1)
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Photo J-5. Custoner parking, entrance view. Petersburg
Canmpground, J. Strom Thurnond Lake, SC. Note pullover
custoner parking area on |left so pedestrians do not cross

traffic | anes (Table 3.1)

3

Photo J-6. Custoner parking, exit view Petersburg
Canmpground, J. Strom Thurnond Lake, SC. On left, pullover
custoner parking on each side of entrance |lane for entering
custonmers, and pedestrian crosswalk. On right, head-in
parking for exiting custoners (Table 3.1)

J-4
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Photo J-7. Custoner service wi ndow and wal k-in area. Brushy
Creek Park, Lake O the Pines, TX. Custonmers are shown
entering wal k-in area of entrance station. Note that an
out si de service windowis also provided (Table 3.1)

Photo J-8. Custoner wal k-in area. Mdoc Canpground, J. Strom
Thur nond Lake, SC. Custoner wal k-in area in entrance station

(Table 3.1)
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Photo J-9. Custoner service wi ndow overhang, Exanple 1.
Littcarr Canpground, Carr Creek Lake, KY. A retractable RV
awning installed to provide customers with protection fromthe
el enents while they conduct business at this drive-up outside
customer service wi ndow (Table 3.1)

Photo J-10. Custoner service w ndow overhang, Exanple 2.
Cordoni z Recreation Area, Eastman Lake, CA. An automated
retractable awning is installed at this wal k-up outside

custoner service w ndow (Table 3.1)



EM 1110-1-400
01 Nov 04

1/1/1999 11:10

Photo J-11. Automatic gate. Hickory Creek Park, Lewi sville
Lake, TX. Automatic gate can be operated frominside the
entrance station and allows after-hours departures

Photo J-12. Interior work area. Ri dge Road Canpground, J.
Strom Thurnond Lake, GA. Interior work area for park
attendants sized to acconmodate all required equi prrent (Table

3.1)



